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GALAND J tubes

GALAND J tubes in brushed bronze. Metal finish code: 29
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GALAND J # is a pendant light composed of two light elements, little wings in the lower part, which filters
the light and creates a discreet atmosphere around the perimeter of the upper part

This luminaire is made entirely of brass by artisans who perfectly combine traditional and modern
techniques. This high quality product is offered in remarkable finishes

OVERALL SIZES
H25cm — 200cm L131 x 6cm

BASE : 44 x 6 x 2,8cm

TECHNICAL DATA

Strips LED integrated in the reflector:

consumption 47,50W brightness 4050lm colour temperature 2700°K

Driver: 220V-240V 50-60Hz 50W not dimmable

Dimmable with TRIAC (TRIAC converter optional)

Dimmable with a DALI interface (DALI converter optional)

Reflector dimensions: L131 x 6cm H6cm

The ceiling base contains: converter, connections, hook with fixings for tubes

Two telescopic tubes, 36¢cm distance between them, adjustable in height during assembly
Longer tubes are available on request

A fixing plate for the ceiling base (plan in PDF)

A version of this suspension is available with height adjustable steel cables, see GALAND J #
Another version is available for installation on a false ceiling, see GALAND J o

AVAILABLE METAL FINISHES AND CODES

25 - Brushed brass - 4704 025

28 - Light bronze - 4704 028

- 29 - Brushed bronze - 4704 029
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LIGHTING COLLECTION


https://www.davidts.com/sites/default/files/documents/FIXATION GALAND J TUBES.pdf
https://davidts.com/en/suspensions/galand-j
https://www.davidts.com/en/suspensions/galand-j-o
https://davidts.com/sites/default/files/products-finishes/25.jpg
https://davidts.com/sites/default/files/products-finishes/28.jpg
https://davidts.com/sites/default/files/products-finishes/29.jpg
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